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MDC 4.2.58 Release Notes (Changes Since v4.2.57) 

 
Module Function Spec/RT Problem/Change Description 

ARP-37 Modified spec.  Added event codes 40, 50, 51, 151, and 800 for CO2, SO2, O2, NOXC, and H2O Systems.  Added 
event codes for 40, 50, and 51 FLOW systems.  Added event codes 40, 50, 51, 151, 250 - 255, and 800 for NOX 
systems. 

Monitoring 
Plan 
Evaluation 

ARP-49 Added required test codes 80, 81, and 82 to NOX System Parameters. 

RATA-41 Eliminated RATA-41A and modified messages for B, C, and D to indicate "one or more traverse points." QA Test 
Evaluation 

CYCL-6 This check has been removed. 

Monitoring 
Plan Data 
Entry 

RT 556 Event 
Codes 

Enabled new event codes 40, 50, 51, 151, 250 - 255, and 800. 
 

MDC 
General 

Helpfile  Added all new and modified spec changes to the Helpfile. 

Modified Linearity QA Status Specifications to incorporate January 24, 2008, revisions to §75.74(c)(2) affecting ozone 
season only reporters beginning in 2008. 

Linearity 
Evaluation 
Changes Fixed bug regarding 90/180 Recertification Period events and Conditional Data Validation Period when recertification 

period occurs over two quarters. 

Fixed bug that was causing an incorrect expiration date for grace period RATA tests. 

MDC 
Hourly 

QA Test 
Status 

RATA Evaluation  
Changes Fixed bug regarding 90/180 Recertification Period events and Conditional Data Validation Period when recertification 

period occurs over two quarters. 

 


